
Pred Winter Power Rigger

Product Description

Limitations of Use

Specifications

Suggested Applications

Certification and Marking

• Top-quality Split-Leather Rigger
• Thinsulate™ Liner offers Thermal Properties 
• Cotton Drill Cuff with a Knit Wrist Extesion, Locking Heat 

in the glove and Preventing Debris Getting Inside
• Leather Knuckle Patch with Hi-Vis Reflective Tape
• Strong Cotton Drill Backing

Examine gloves for damages, splits and holes before each use. Always replace damaged gloves. Only properly fitting 
gloves guarantee protection and grip. 

Store at normal room temperature in a dry, well ventilated area. Avoid direct heat radiation. 

Used gloves can be contaminated. Dispose with household waste or as instructed by your local authority. 

Do not  wash. The performance of the  product after laundering is unknown. Beat or brush out after each use,            
depending on level of dirt. 

The period of use depends on the degree or intensity of use in the retrospective application. It is therefore not        
possible to provide a ‘life span’ of the gloves. 

Due to the nature of this product the user is advised to carry out their own risk assesment before use, depending on 
application.

RS1C-TH
Thinsulate™
10

Code: 
Liner: 
Size:

• Construction
• Rigging
• Metal Handling

Just 1 Source & Supply Limited, Yorkshire House, Barton Hill, Whitwell, York, YO60 7JX 
T: 01653 617718 - E: sales@just1source.com - W: www.just1source.com

10 pairs
50 pairs
3143X

Pack Size: 
Case Size: 
EN388:

Maintenance

Storage

Disposal

Cleaning

Durability

Note

EN 388:2016
+ A1:2018

3143X

• Warehousing
• Cold Stores
• General Handling

• Logistics
• Forestry


